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Lift Heights
Lift capacities @ 24” load center

Operating weight w/ 144" mast(without forks)
Overall length (without forks)

Overall length (with 48” forks)
Overhang*

QOverall width (standard mode)
Overall width without forks (4WAY mode)

Overall width with 48” forks (4WAY mode)
Height to top of OHG

Frame opening
Outside turning radius (standard mode)

Mast sideshift
Mast underclearance

Mast tilt - forward

Mast tilt - rearward
Gradeability (Standard mode)
Wheelbase

Tire size (Front/Rear)

Engine build/model

Engine type

Cylinders

Engine output

Transmission type

A1

B1

BS

144
5,500 Ibs/2,495 kg

8,240 1bs/3,738 kg | 8,365 Ibs/3,794 kg
106”/2,692 mm

1227/3,099 mm
697/1,753 mm
1017/2,565 mm
1057/2,667 mm
1197/3,023 mm
10372616 mm | o ----\-- - -

58.5"/1,486 mm

1227/3,099 mm

67/152 mm
107/254 mm

12°

80

25%

747/1,880 mm
315-13/31-15.5
Kohler KDI 1903TCR Tier 4 compliant

Diesel, turbocharged, electronic

3

56 hp
Hydrostatic

<¢——Travel Direction——

www.sellickequipment.com

[-)SELLICK




